V TRIDENT MARINE®

Bulk Wash Down Hose

168W &168Y
Series

Trident Wash Down Hose is constructed with a white FDA grade PVC tube and cover. With heavy-duty
3-ply reinforcement, it ensures maximum kink resistance and long life. Trident Wash Down Hose offers long
lasting flexibility and superior abrasion resistance. Fittings are not included. 10 year warranty.

Specifications

Construction: FDA grade (for drinking water), white or yellow PVC with excellent UV resistance.
Complies with RoHS-3 Directive 2015/863/EU & REACH Directive EC 1907/2006

Reinforcement: Heavy Duty 3 Ply Polyester Reinforcement
Temperature Range: -20°F to 150°F (-28.9°C to 65.6°C)
Lengths: 82’ (25 m) Coil, 164’ (49.38 m) (W = white, Y = yellow)

Operating Burst .
Part Length ID oD Pressure Pressure Weight
Number
ft m in mm in mm psi bar psi bar Ibs/ft gm/M
168-0580W-82
168-0580Y-82 82 25
5/8 15.8 | 0.86 22 150 10.3 | 450 30 0.14 210
168-0580W-164
164 50
168-0580Y-164
168-0340W-82
82 25
168-0340Y-82
3/4 | 19.05 | 0.98 25 100 7 300 21 0.18 260
168-0340W-164
164 50
168-0340Y-164
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